
Hardener
Use with Arboritec Avenue & Genuine Finish

MADE IN SWEDEN

PLEASE READ ALL DIRECTIONS AND `
MATERIAL SAFETY DATA SHEET BEFORE USING.

CAUTION: Contains alphatic polyisocyanate dipropylene glycol dimethly ether. May cause eye 
and skin irritation and allergic skin reactions.

PRECAUTIONS: Do not breathe vapors or spray mist. Use with adequate ventilation. Wear appro-
priate properly fitted respirator (NIOSH/MSHA approved) in areas where TLV is exceeded. Avoid 
contact with eyes, skin and clothing. Wash thoroughly after handling. Keep container closed when 
not in use. Do not store above 100° F. (37.7° C).

FIRST AID: In case of eye contact, flush immediately with water and get medical attention. For 
skin, wash thoroughly with soap and water. If affected by inhalation, remove to fresh air. If 
swallowed, drink 1 to 2 glasses of water to dilute. Do not induce vomiting. Get medical attention.

DIRECTIONS: See label instructions for Arboritec™ Avenue or Genuine waterborne finish.

POT LIFE: The finish/hardener mixture must be used within 4 hours after it is mixed. Product 
properties are diminished after 4 hours.

FOR PROFESSIONAL USE ONLY!
DO NOT TAKE INTERNALLY!

KEEP OUT OF REACH OF CHILDREN! 

Arboritec USA Inc.
8400 E. Crescent Parkway, Suite 600

Greenwood Village, CO 80111
877-416-5972  |  www.arboritec.com

There are no express or implied warranties, including warranties of merchantability and/or fitness for a particular purpose. Buyersʼ remedies are limited to replacement or 
refund of the purchase price. Manufacturer assumes no liability for injuries, incidental or consequential damages. User shall determine suitability of product for intended use.

INSTRUCTIONS
Prepare the floor according the technical data sheet for the lacquer. Add the hardener to the lacquer at a ratio of 1:10 (one bottle 
of hardener to one can of lacquer). Shake or stir the mixture for 1 minute and let it rest for another 10 minutes before application. 
Do not reseal the can after mixing. Mix only as much as you will you need per layer. Once the hardener is added, you cannot 
store and reuse the lacquer. Apply the lacquer as instructed on the technical data sheet for that lacquer. Drying times between 
coats, and time until first use of the floor (24 hours), are not affected by the addition of the hardener.


